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CERTIFICAT
DE CONSTANCE DES PERFORMANCES

1161-CPR-0141

Dans le cadre du Réglement (UE) n° 305/2011 du parlement Européen et du conseil du 9 mars 2011 (le Règlement 
Produits de Construction ou RPC), ce certificat s’applique au produit de construction

Fibralux MR,  variations & dérivés (Laqué, mélaminé)
6mm -> 30mm

mis sur le marché par

UNILIN - DIVISION PANELS bv, Ooigemstraat 3 bus 8 ,
8710 Wielsbeke, Belgium

et fabriqué dans l(es) établissement(s) de production

PLANT VIELSALM, Rue de la Fôret 2 ,
6690 Vielsalm, Belgium

Ce certificat atteste que toutes les dispositions concernant l’évaluation et la vérification de la constance des performances 
décrites dans l’annexe ZA de la norme

EN 13986 + A1:2015 : Wood-based panels for use in construction - 
Characteristics, evaluation of conformity and marking : 2004

sous le système 2+ sont appliquées et que le contrôle de la production en usine satisfait toutes les exigences prescrites.

Ce certificat a été émis pour la première fois le 06/01/2004 et, sauf retrait ou suspension par WOOD.BE, reste 
valable jusqu’au 15/05/2029 tant que la norme harmonisée, le produit de construction, le système EVCP ou les 

conditions de fabrication ne sont pas modifiés de manière significative.

Bruxelles, 08/05/2024

C. De Roock
General Manager

Ce certificat est lié à la convention B13-012 et demeure la propriété de WOOD.BE.
Ce certificat et toutes copies de ce dernier seront immédiatement retournés à WOOD.BE sur demande.

La validité sera vérifiée sur le website de WOOD.BE.

WOOD.BE est le Centre technique et scientifique de l’Industrie transformatrice du Bois et des Matières Connexes
(anciennement CTIB-TCHN), EU-notified Body No. 1161.

Allée Hof ter Vleestdreef 3, 1070 Brussels
info@wood.be – www.wood.be  tel: +32 (0)2.558.15.50

http://www.wood.be/
http://www.wood.be/


Fibralux® MR
High quality moisture-repellent MDF board for  
use in humid conditions, also suitable for construction 
purposes with instantaneous or short-term load duration.

High-density MDF board with a hard, fine and smoothly sanded surface. 
The board is subject to minimal expansion and swelling in conditions of 
high humidity. Fibralux MR is has low formaldehyde emission (E1 class). 
Moreover, Fibralux MR meets the requirements set by the California Air 
Resource Board. According to ASTM E 1333-96, formaldehyde emission is 
less than 0,11 ppm, which corresponds to CARB, phase 2 as set by the ACTM. 
This MDF board also meets the requirements of EPA, as set by TSCA Title 
VI. Fibralux MR is in principle coloured green in the mass. The dye is only 
used for reasons of recognition. The intensiveness of the green colour might 
vary between different production batches and thicknesses. Fibralux MR can 
also be supplied uncoloured.

Applications
-	 Interior decoration
- 	Furniture production
-	 Skirtings & profiles

Characteristics

MDF.HLS (EN 622-5)

High density

Structural applications

Moisture resistant
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Applications
Fibralux MR is suitable for interior decoration, industrial processing, and furniture production. The board can be lacquered 
or finished with paper, foil, melamine, veneer or high pressure laminate. Fibralux MR can also be used for load-bearing 
applications in humid conditions.
The board can be applied in service class 2 (restrictions in temperature and ambient humidity) and can be used in 
biological hazard classes 1 and 2 of EN 335-3. During and especially after installation the boards must, wherever possible, 
be optimally protected from any direct contact with water. They must be stacked flat, on a pallet or using a sufficient 
number of cross members. Boards should not be stored vertically, unless ground contact can be avoided. The board 
will expand/shrink under variable humidity conditions, albeit to a lesser extent than MDF Fibralux, meaning that an 
expansion space must be provided for at all times.
Use suitable sawing, milling and drilling tools. MDF Fibralux MR can be used for structural walls, with a restriction in the 
load duration class. In service class 2, corrosion resistant fittings must be used, e.g., galvanised steel. Nails or screws 
should be kept at least 8 mm away from the edge of the board.

Fibralux® MR

Available dimensions and thicknesses
Thickness: 6 to 30 mm. Maximum width 255 cm. Maximum length 630 cm. Standard thicknesses and dimensions are 
listed in our extensive stock program. Furthermore, UNILIN has high-capacity saws that support all sawing dimensions. 
In principle, all thicknesses and lengths/widths are available within the press capabilities. Contact our sales team or 
send an e-mail to info.panels@unilin.com for further details.

Certificates
UNILIN Division Panels is actively committed
to sustainable forest management. 
Fibralux MR is available on demand with PEFC 
and FSC labelling.

EN14041

Technical specifications
Property Test method Unit Ranges of nominal thickness (mm)

> 4 to 6 > 6 to 9 > 9 to 12 > 12 to 19 > 19 to 30

Swelling in thickness 24 h EN 317 % 18 12 10 8 7

Internal bond EN 319 N/mm2 0,70 0,80 0,80 0,75 0,75

Bending strength EN 310 N/mm2 34 34 34 30 28

Modulus of elasticity in bending EN 310 N/mm2 3000 3000 2800 2700 2600

Option 1 

Swelling in thickness after cyclic 
testing

EN 317
% 25 19 16 15 15

EN 321

Internal bond after cyclic testing
EN 319

N/mm2 0,35 0,30 0,25 0,20 0,15
EN 321

Option 2 

Internal bond after boil test
EN 319

N/mm2 0,20 0,15 0,15 0,12 0,12
EN 1087-1
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Reference : 

Commercial name :

Product type : 

Reference standard : 

CE Class : 

Field of application : 

AVCP Class : 

Certification number: 

6 >6 - 9 > 9 - 12 >12-19 >19-30 >30-45
Bending strength N/mm² EN 622-5 34 34 32 30 28 NPD
Modulus of elasticity in bending N/mm² EN 622-5 3000 3000 2800 2700 2600 NPD
Internal bond N/mm² EN 622-5 0,70 0,80 0,80 0,75 0,75 NPD
Swelling in thickness, 24h % EN 622-5 18 12 10 8 7 NPD
Moisture resistance OPTION 1 :
Internal bond

N/mm² EN 622-5 0,35 0,3 0,25 0,2 0,15 NPD

Moisture resistance OPTION 1 : 
Swelling in thickness

% EN 622-5 25 19 16 15 15 NPD

Surface Soundness N/mm² EN 622-5 NPD NPD NPD NPD NPD NPD
Formaldehyde class Class EN 13986-table B1 E1 E1 E1 E1 E1 NPD
Reaction to fire Class EN 13501-1 E D-s2d0(*) D-s2d0 D-s2d0 D-s2d0 NPD

wet 20 20 20 20 20 NPD
dry 12 12 12 12 12 NPD

Airborne sound insulation dB EN 13986-5.10 NPD NPD NPD NPD NPD NPD
Sound absorption α EN 13986 - table 10 0,10/0,20 0,10/0,20 0,10/0,20 0,10/0,20 0,10/0,20 NPD
Thermal conductivity λ W/m.K EN 13986 - table 11 0,1 0,1 0,1 0,1 0,1 NPD
Strength - tension ft N/mm² EN 12369-1 18 18 18 16,5 16 NPD
Strength - compression fc N/mm² EN 12369-1 18 18 18 16,5 16 NPD
Strength - bending fm N/mm² EN 12369-1 22 22 22 22 21 NPD
Strength - panel shear fy N/mm² EN 12369-1 8,5 8,5 8,5 8,5 8,5 NPD
Strength - planar shear fr N/mm² EN 12369-1 NPD NPD NPD NPD NPD NPD
Stifness - tension Et N/mm² EN 12369-1 3200 3200 3200 3100 2800 NPD
Stifness - compression Ec N/mm² EN 12369-1 2800 2800 2800 2700 2400 NPD
Stifness - bending Em N/mm² EN 12369-1 2800 2800 2800 2700 2400 NPD
Stifness - panel shear  Gv N/mm² EN 12369-1 1000 1000 1000 1000 800 NPD
Impact resistance Class EN 12871 NPD NPD NPD NPD NPD NPD
Punshing shear strength Rmean N/mm² EN 1195 NPD NPD NPD NPD NPD NPD
Punshing shear strength Fser,k N/mm² EN 1195 NPD NPD NPD NPD NPD NPD
Punshing shear strength Fmax,k N/mm² EN 1195 NPD NPD NPD NPD NPD NPD
Linear expansion δl30,85 mm/m EN 318 NPD NPD NPD NPD NPD NPD
Mechanical durability 
(kmod; kdef)

Shall be taken from : NPD NPD NPD NPD NPD NPD

Biological durability
Service 
Class

EN 335 1 1 1 1 1 NPD

Content of PCP ppm EN 13986-5.18 <5 <5 <5 <5 <5 NPD
(*) <9mm : E; 9mm : D-s2,d0

6 >6 - 9 > 9 - 12 >12-19 >19-30 >30-45
Formaldehyde class Class ASTM E1333
Formaldehyde class Class ASTM E1333

Version date : 
6/05/2019

Lode De Boe, 
President UNILIN bvba, division panels

TSCA Title VI (EPA) < 0.11 ppm [6 -> 38mm]

Informative Characteristic Unit Reference Thickness range (mm)

CARB 2 < 0.11 ppm [6 -> 38mm]

Essential Characteristic Unit Reference Thickness range (mm)

Water vapour permeability μ EN 13986 - table 9

Internal use as structural component in humid conditions

2+

1161-CPR-0141 [6-30mm]

Produced at: Rue de la Forêt 2, B-6690 Vielsalm

DECLARATION OF PERFORMANCE
DOPFibraluxMRv1

Fibralux MR

MDF Fibreboard

Wood Based Panel - EN13986:2004+A1:2015 Annex A Table A.9

MDF.HLS

Head office: UNILIN bvba • Ooigemstraat 3 • 8710 Wielsbeke • BELGIUM • BE 0405 414 072 • RPR Kortrijk



Certificate SGSCH-PEFC-COC-040011
The Organization

Unilin BV - Division Panels

Ooigemstraat 3, 8710 Wielsbeke, Belgium

This document is an authentic electronic certificate for Client’ business purposes use only. Printed version of the electronic certificate are permitted and will be considered as a copy.
This document is issued by the Company subject to SGS General Conditions of certification services available on Terms and Conditions | SGS. Attention is drawn to the limitation of
liability, indemnification and jurisdictional clauses contained therein. This document is copyright protected and any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful.
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has been assessed and certified as meeting the requirements of

PEFC - Chain of Custody

PEFC ST 2002:2020 – “Chain of Custody of Forest and Tree Based Products – Requirements” - dated 14/02/2020
PEFC ST 2001:2020 - PEFC Trademarks Rules – Requirement – dated 14/02/2020.
as amended and published on www.pefc.org

For the products detailed in the scope below:
The Scope of Registration appears on page 2 of this certificate

This certificate is valid from 23 August 2023 until 19 May 2025 and remains valid subject to satisfactory surveillance audits.
Issue 8 Certified since 19 May 2005
This is a multi-site certification.
Additional member details are listed on the subsequent page.

Sylvie Seisun
Authorised by

Christian Kobel
Authorised by

SGS Société Générale de Surveillance SA
1, Place des Alpes, 1201 Geneva, Switzerland
t +41 (0)22 739 91 11 - www.sgs.com
More detailed product specifications covered by the scope of this certificate are provided on the PEFC Certificate Database https://www.pefc.org/find-certified. Organisations with a valid PEFC chain of custody certificate can
only use the PEFC Logo with unique PEFC license logo number based on PEFC Logo usage license contract issued by the PEFC Council or another entity authorised by the PEFC Council and in accordance with the PEFC
logo usage rules.

https://www.sgs.com/en/terms-and-conditions/
%20www.pefc.org


Certificate SGSCH-PEFC-COC-040011, continued

Unilin BV - Division Panels

PEFC - Chain of Custody

This document is an authentic electronic certificate for Client’ business purposes use only. Printed version of the electronic certificate are permitted and will be considered as a copy.
This document is issued by the Company subject to SGS General Conditions of certification services available on Terms and Conditions | SGS. Attention is drawn to the limitation of
liability, indemnification and jurisdictional clauses contained therein. This document is copyright protected and any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful.
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Purchase of round wood, chips, and co-products (PEFC certified, other material), pre- and post-consumer reclaimed wood, production
and (outsourced) finishing (lacquering, tooth & groove, melamine facing, edge banding), and sale of PEFC certified particle boards
applying the Credit Method.
Purchase of round wood and chips (PEFC certified, other material), production and sale of PEFC certified fibre boards applying the
Credit Method.
Purchase of fiberboards (PEFC certified), (outsourced) finishing (lacquering, tooth & groove, melamine facing, edge banding) and
sale of PEFC certified melamine fiberboards applying the Credit Method.
Purchase of paper (PEFC certified, other material), outsourced impregnating, production, and sale of PEFC certified laminates
(HPL/CPL) applying the Credit Method.
Subcontracted production and sale of PEFC certified laminated panels particle boards and PEFC certified high-pressure laminates
(HPL) applying the Credit method.
Trading of PEFC certified fibreboards, I-joists, and laminated veneer lumber applying the Physical Separation Method.

https://www.sgs.com/en/terms-and-conditions/


Certificate SGSCH-PEFC-COC-040011, continued

Unilin BV - Division Panels

PEFC - Chain of Custody
Additional facilities

This document is an authentic electronic certificate for Client’ business purposes use only. Printed version of the electronic certificate are permitted and will be considered as a copy.
This document is issued by the Company subject to SGS General Conditions of certification services available on Terms and Conditions | SGS. Attention is drawn to the limitation of
liability, indemnification and jurisdictional clauses contained therein. This document is copyright protected and any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful.
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Issue 8

Sites

Unilin BV - Division Panels
Ooigemstraat 3, 8710 Wielsbeke, Belgium

Unilin BV, division panels
Breestraat 4, 8710 Wielsbeke, Belgium

Unilin BV, division panels
ZI de Burtonville Route de la Fôret 2, 6690 Vielsalm, Belgium

Unilin BV, division panels
Ambachtenstraat 68, 8870 Izegem, Belgium

Unilin SAS
Zone Industrielle, 08140 Bazeilles, France

Panneaux de Corrèze
6 Impasse de l'Empereur, 19200 Ussel, France

Unilin BV, division panels
Ingelmunstersteenweg 229, 8780 Oostrozebeke, Belgium

https://www.sgs.com/en/terms-and-conditions/
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